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SANCHEM INC -- NO-OX-ID "A SPECIAL"  -- 8030-00-598-5915
=====================  Product Identification  =====================

Product ID:NO-OX-ID "A SPECIAL"
MSDS Date:01/01/1987
FSC:8030
NIIN:00-598-5915
MSDS Number: BFHKP
=== Responsible Party ===
Company Name:SANCHEM INC
Emergency Phone Num:312-733-6100
CAGE:56086
=== Contractor Identification ===
Company Name:SANCHEM INC
Address:1600 S. CANAL ST
Box:City:CHICAGO
State:IL
ZIP:6
0616
Country:US
Phone:312-733-6100
CAGE:56086
Company Name:STEVEN K L CO
Address:300-B INDUSTRIAL DR
Box:15155
City:RIO RANCHO
State:NM
ZIP:87174-3545
Country:US
CAGE:56800

=============  Composition/Information on Ingredients  =============

Ingred Name:PETROLEUM DISTILLATES (NAPHTHA OR RUBBER SOLVENT)
CAS:8002-05-9
RTECS #:SE7449000
Fraction by Wt: 15.0%
OSHA PEL:400 PPM
ACGIH TLV:400 PPM; 8990

=====================  Hazards Identification  =====================

Effects of Overexposure:EYE,



THROAT,SKIN,LUNG IRRITANT

=======================  First Aid Measures  =======================

First Aid:WASH SKIN THROUGHLY FLUSH EYES WITH WATER,REMOVE TO FRESH
    AIR,REMOVE CONTAMINATED CLOTHING GIVE ARTIFICIAL RESPIRATION IF
    NEEDED,CALL DOCTOR

=====================  Fire Fighting Measures  =====================

Flash Point:154F-67.8C	9C
Lower Limits:1.00
Upper Limits:6.00
Extinguishing Media:FOAM,DRY CHEMICAL,FOG,CARBON DIOXIDE
Fire Fighting Procedures:WHEN MOLTEN,HANDLE LIKE OIL F
IRE: MELTS AT
    140-150F
Unusual Fire/Explosion Hazard:AVOID FIRE,HEAT,SPARKS,IGNITION
    SOURCES,STORAGE IN DIRECT SUNLIGHT

==================  Accidental Release Measures  ==================

Spill Release Procedures:VENTILATE AREA MECHANICALLY,KEEP FROM
    FLAME,FIRE,SPARKS,IGNITION SOURCES;DO NOT BREATHE VAPORS; UP OR
    SCRAPE UP, DISPOSE TO SCAVENGER SERVICE

======================	Handling and Storage  ======================

Handling and Storage Precautions:KEEP CONTAINERS CLOSED,U
PRIGHT,AWAY
    FROM FIRE,FLAME,SPARKS,IGNITION SOURCES,DIRECT SUNLIGHT

=============  Exposure Controls/Personal Protection  =============

Ventilation:LOCAL EXHAUST
Protective Gloves:GLOVES,
Eye Protection:GOGGLES/GLASSES
Supplemental Safety and Health

==================  Physical/Chemical Properties  ==================

HCC:V4
Boiling Pt:B.P. Text:315F-157.2C
Vapor Density:3.90
Spec Gravity:0.8640
Solubility in Water:NONE
Appearance and Odor:LIGHT BROWN, SOFT GREASE CONSISTENCY
Percent Vola



tiles by Volume:16.6

=================  Stability and Reactivity Data  =================

Stability Indicator/Materials to Avoid:YES
PETROLEUM COMBUSTION RESIDUES

====================  Disposal Considerations  ====================

Waste Disposal Methods:SCAVENGER SERVICE

 Disclaimer (provided with this information by the compiling agencies):
 This information is formulated for use by elements of the Department
 of Defense.  The United States of America in no manner whatsoever,
 expressly or 
implied, warrants this information to be accurate and
 disclaims all liability for its use.  Any person utilizing this
 document should seek competent professional advice to verify and
 assume responsibility for the suitability of this information to their
 particular situation.


